2—-NO. 10 TO

FIXTURE

2—-NO. 10 TO
FIXTURE

TYP. BUSSMAN
TRON FUSE
HOLDER & FUSE
POLE POLE
GND. GND.
NO. 8 COPPER
TO END OF FROM SERVICE POINT
CIRCUIT. CONDUCTOR 3
ALTERNATE - ~ - ~
PHASES L L L L L NO. 6 COPPER CONDUCTOR (120 VAC)
[ [ [ [ [ NO. 6 COPPER CONDUCTOR (NEUTRAL)
[ [ [ NO. 6 COPPER CONDUCTOR (120 VAC)
f f NO. 8 COPPER CONDUCTOR (W/PVC ONLY)
N

TYP. spmsouk

CONNECTION
NO. 3 1/2 PULLBOX NO. 3 1/2 PULLBOX
PHASE A PHASE B
POLE POLE
GND. GND.
TYP. BUSSMAN
TRON FUSE
HOLDER & FUSE
NO. 8 COPPER
TO END OF CONDUCTOR FROM SERVICE POINT
CIRCUIT.
ALTERNATE [ ) (0 )
PHASES M L L M L L
27 2 ¢ NO. 6 COPPER CONDUCTOR (120 VAC)
f f ( NO. 6 COPPER CONDUCTOR (NEUTRAL)
f N NO. 6 COPPER CONDUCTOR (120 VAC)
- ___
THREADED GROUNDED BUSHING
NO. 3 1/2 PULLBOX NO. 3 1/2 PULLBOX WITH COPPER LUG
PHASE A PHASE B
AUG. 2002
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